




















Part Number

Length
A

Width
B

Thickness
C

Head
Height

Head
Width

Max.
Bundle

Dia.
Min. Loop
Tensile Str. 

Recommended
PANDUIT

Installation Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm N

Miniature Cross Section

PLT1M-M100 99 2.5 1.1 3.9 4.6 22 49 GTS, GTSL, GS2B,
PTS, PPTS, STS2

1000 50000

Intermediate Cross Section

PLT1.5I-M100 142 3.6 1.1 4.6 6.1 35 80 GTS, GTSL, GS2B,
PTS, PPTS, STS2

1000 25000

Standard Cross Section

PLT2S-M100 188 4.8 1.3 5.6 8.0 48 133 GTS, GTSL, GS2B,
GTH, GS4H, PTS, PTS,

PPTS, STS2, STH2

1000 10000

PLT3S-M100 292 4.8 1.3 5.6 8.6 76 133 1000 10000

PLT4S-M100 368 4.8 1.3 5.6 8.6 102 133 1000 5000

Heavy Cross Section (Straight Tip)

PLT2H-TL100 206 7.6 1.9 7.4 12.2 51 222
GTH, GS4H, GS4EH,
PTH, STH2, ST2EH

250 2500

PLT3H-TL100 290 7.6 1.9 7.4 12.2 76 222 250 2500

PLT4H-TL100 368 7.6 1.9 7.4 12.2 102 222 250 2500

Releasable 
Extra-Heavy Cross Section

PRT2EH-C100 229 12.7 1.9 10.2 20.3 51 400

Hand Installed Only

100 1000

PRT5EH-C100 511 12.7 1.9 10.2 20.3 127 400 100 1000

PRT6EH-C100 564 12.7 1.9 10.2 20.3 152 400 100 1000

PRT8EH-C100 719 12.7 2.2 10.2 20.3 203 400 100 1000

Polypropylene Cable Ties (PLT/PRT Series)

PAN-TY ™ Polypropylene Cable Ties — Indoor Use

PAN-TY ™ Weather Resistant Polypropylene Cable Ties 
For chemical resistance in outdoor applications that are unsuitable for nylon
and that do not require high loop tensile strengths. 
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Part Number

Length
A

Width
B

Thickness
C

Head
Height

Head
Width

Max.
Bundle

Dia. 

Min. Loop
Tensile

Str. 
Recommended 

PANDUIT
Installation Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm N

Miniature Cross Section

PLT1M-M109 99 2.5 1.1 3.9 4.6 22 49 GTS, GS2B, PTS,
PPTS, STS2

1000 50000

Intermediate Cross Section

PLT1.5I-M109 142 3.6 1.1 4.6 6.1 35 80 GTS, GS2B, PTS,
PPTS, STS2

1000 25000

Standard Cross Section

PLT2S-M109 188 4.8 1.3 5.6 8.0 48 133 GTS, GS2B, GTH,
GS4H, PTS, PPTS,

STS2, STH2

1000 10000

PLT3S-M109 292 4.8 1.3 5.6 8.6 76 133 1000 10000

PLT4S-M109 368 4.8 1.3 5.6 8.6 102 133 1000 5000
Heavy Cross Section (Straight Tip)  

PLT2H-TL109 206 7.6 1.9 7.4 12.2 51 222 GTH, GS4H, 
GS4EH, PPTEH, 

STH2, ST2EH

250 2500

PLT3H-TL109 290 7.6 1.9 7.4 12.2 76 222 250 2500

PLT4H-TL109 368 7.6 1.9 7.4 12.2 102 222 250 2500

To release, grasp the head of the cable
tie, deflect release tab and pull the cable
tie away from the bundle.

Order the number of pieces in multiples of standard package quantities.
For colours and other materials, see Pages 21-23
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PAN-TY ™ Flame Retardant Cable Ties
• Flame Retardant Nylon 6.6 meets the requirements of UL94V-0
• Can be used with flame retardant cable tie mounts 

(See pages 98, 101 and 105)

PAN-TY ™ Weather Resistant Nylon 12 Cable Ties
• For high moisture, corrosive environments and low temperatures
• For indoor use or weather resistant applications

PLM1M PLF1M

Part Number

Length
A

Width
B

Thickness
C

Head
Height

Head
Width

Max.
Bundle

Dia.

Min. Loop
Tensile

Str. 
Recommended

PANDUIT
Installation Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm N

Intermediate Cross Section
PLT1.5I-M120 142 3.6 1.1 4.6 6.1 35 111 GTS, GS2B, PTS,

PPTS, STS2
1000 25000

Standard Cross Section
PLT2S-M120 188 4.8 1.3 5.6 8.0 48 178 GTS, GS2B, GTH,

GS4H, PTS, PPTS,
STS2, STH2

1000 10000

PLT4S-M120 368 4.8 1.3 5.6 8.6 102 178 1000 5000

Light-Heavy Cross Section (Straight Tip)  
PLT8LH-C120 701 7.6 1.9 7.4 12.2 203 400 GTH, GS4H, GS4EH,

PPTEH, STH2, ST2EH
100 2000

Heavy Cross Section (Straight Tip)  
PLT4H-TL120 368 7.6 1.9 7.4 12.2 102 400 GTH, GS4H, GS4EH,

PPTEH, STH2, ST2EH
250 2500

Order the number of pieces in multiples of standard package quantities.
For colours and other materials, see Page 21-23

Part Number

Length
A

Width
B 

Thickness
C

Head
Height 

Head
Width 

Write-On
Area 

Max.
Bundle

Dia. 

Min. 
Loop

Tensile Str.
Recommended

PANDUIT
Installation Tool 

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm mm N

Miniature Cross Section
PLF1M-M69 109 2.5 1.1 3.9 4.6 7.9 x 19.1 22 80

GTS, GS2B, PTS,
PPTS, STS2

1000 25000

PLM1M-M69 99 2.5 0.9 3.9 4.6 6.6 x 24.1 19 80 1000 25000

PLT1M-M60‡ 102 2.5 1.1 3.9 4.8 — 22 80 1000 25000

PLT1M-M69 102 2.5 1.1 3.9 4.8 — 22 80 1000 25000

PLT2M-M69 203 2.5 1.1 3.9 4.8 — 51 80 1000 25000

Intermediate Cross Section
PLT1.5I-M69 142 3.6 1.1 4.5 6.1 — 35 178 GTS, GS2B, PTS,

PPTS, STS2
1000 25000

PLT2I-M69 203 3.6 1.1 4.5 6.1 — 51 178 1000 25000

Standard Cross Section
PLT2S-M60‡ 188 4.8 1.3 5.6 8.1 — 48 222 GTS, GTSL, GS2B,

GS4H, PTS, PTH,
PPTS, STS2, STH2

1000 10000

PLT2S-M69 188 4.8 1.3 5.6 8.1 — 48 222 GTS, GS2B, GTH,
GS4H, PTS, PPTS,

STS2, STH2

1000 10000

PLT4S-M69 368 4.8 1.3 5.6 8.6 — 102 222 1000 5000

Heavy Cross Section (Straight Tip)
PLT4H-TL69 371 7.6 1.9 7.4 12.2 — 102 534 GTH, GS4H,

GS4EH, PPTEH,
STH2, ST2EH

250 2500

‡ PLT1M-M60 and PLT2S-M60 are black Flame Retardant Nylon 6.6

Flame Retardant Nylon 6.6/Weather Resistant Nylon 12

Except (60)
Material

Except (60)
Material
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PAN-TY ™ HALAR Fluoropolymer Cable Ties
HALAR Cable Ties are UL Listed and UL Recognized as suitable for use in
Air Handling Spaces. Many inspectors look for the distinctive maroon
colour. HALAR cable ties have a low smoke density rating and an excellent
flammability rating of UL94V-0. Other applications include nuclear plants,
chemical environments, telecommunications equipment, aerospace, and
high and low temperature environments.

PAN-TY ™ TEFZEL Fluoropolymer Cable Ties

TEFZEL cable ties are ideal for applications requiring resistance to 
environmental stresses such as chemical attack, gamma, radiation, 
ultraviolet radiation and extreme temperatures. In addition, TEFZEL has a
UL flammability rating of UL94V-0. TEFZEL ties have a distinctive aqua
blue colour.

▲HALAR is a registered trademark of Solvay Solexis, Inc.

■TEFZEL is a registered trademark of E.I. DuPont de Nemours Co.

Part Number

Length 
A

Width 
B

Thickness 
C

Head
Height 

D

Head
Width 

E

Max.
Bundle

Dia. 

Min. Loop
Tensile

Str. 
Recommended

PANDUIT
Installation Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm N

Miniature Cross Section
PLT1M-C702Y 102 2.5 1.1 4.7 4.8 22 80 GTS, GS2B, PTS,

PPTS, STS2
100 1000

Standard Cross Section
PLT2S-C702Y 188 4.8 1.4 6.1 8.1 48 222 GTS, GS2B, GTH,

GS4H, PTS, PPTS,
STS2, STH2

100 1000

PLT3S-C702Y 295 4.8 1.5 6.1 8.1 76 222 100 1000

Part Number

Length
A

Width
B

Thickness
C

Head
Height 

Head
Width

Max.
Bundle

Dia.

Min. Loop
Tensile

Str.
Recommended

PANDUIT Installation
Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm N

Miniature Cross Section
PLT1M-C76 102 2.5 1.1 4.7 4.8 22 80 GTS, GS2B, PTS,

PPTS, STS2
100 1000

Intermediate Cross Section
PLT2I-C76 203 3.4 1.1 4.6 6.1 51 111 GTS, GS2B, PTS,

PPTS, STS2
100 1000

Standard Cross Section
PLT2S-C76 188 4.8 1.4 6.1 8.1 48 222

GTS, GS2B, GTH,
GS4H, PTS, PPTS,

STS2, STH2

100 1000

PLT3S-C76 295 4.8 1.5 6.1 8.1 76 222 100 1000

PLT4S-C76 371 4.8 1.5 6.1 8.1 102 222 100 1000

Heavy Cross Section (Straight Tip)  
PLT3H-L76 292 7.6 1.9 9.1 12.2 78 534 GTH, GS4H, GS4EH,

PPTEH, STH2,
ST2EH

50 500

PLT4H-L76 371 7.6 1.9 9.1 12.2 102 534 50 500

Order the number of pieces in multiples of standard package quantities.
For colours and other materials, see Page 21-23

HALAR and TEFZEL Cable Ties
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Fluorescent Cable Ties

PAN-TY ™ Fluorescent Cable Ties
Designed for packaging and colour-coding applications. Ties are offered in
four "hot" colours: Orange, Yellow, Green and Pink.

Part Number Colour

Length 
A

Width 
B

Thickness
C

Head
Height 

D

Head
Width 

E

Max.
Bundle

Dia. 
Min. Loop
Tensile Str. 

Recommended
PANDUIT

Installation Tool

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.mm mm mm mm mm mm N

Miniature Cross Section
PLT1M-M53 Fluorescent Orange 99 2.5 1.1 3.9 4.6 22 80

GTS, GTSL,
GS2B, PTS,
PPTS, STS2

1000 50000

PLT1M-M54 Fluorescent Yellow 99 2.5 1.1 3.9 4.6 22 80 1000 50000

PLT1M-M55 Fluorescent Green 99 2.5 1.1 3.9 4.6 22 80 1000 50000

PLT1M-M59 Fluorescent Pink 99 2.5 1.1 3.9 4.6 22 80 1000 50000

Intermediate Cross Section
PLT2I-M53 Fluorescent Orange 203 3.6 1.1 4.6 6.1 51 178

GTS, GTSL,
GS2B, PTS,
PPTS, STS2  

1000 25000

PLT2I-M54 Fluorescent Yellow 203 3.6 1.1 4.6 6.1 51 178 1000 25000

PLT2I-M55 Fluorescent Green 203 3.6 1.1 4.6 6.1 51 178 1000 25000

PLT2I-M59 Fluorescent Pink 203 3.6 1.1 4.6 6.1 51 178 1000 25000

Standard Cross Section 
PLT2S-M53 Fluorescent Orange 188 4.8 1.3 5.6 8.0 48 222

GTS, GTSL,
GS2B, GTH,
GS4H, PTS, 
PTH, PPTS,
STS2, STH2  

1000 10000

PLT2S-M54 Fluorescent Yellow 188 4.8 1.3 5.6 8.0 48 222 1000 10000

PLT2S-M55 Fluorescent Green 188 4.8 1.3 5.6 8.0 48 222 1000 10000

PLT2S-M59 Fluorescent Pink 188 4.8 1.3 5.6 8.0 48 222 1000 10000

PLT3S-M53 Fluorescent Orange 292 4.8 1.3 5.6 8.6 76 222 1000 10000

PLT3S-M54 Fluorescent Yellow 292 4.8 1.3 5.6 8.6 76 222 1000 10000

PLT3S-M55 Fluorescent Green 292 4.8 1.3 5.6 8.6 76 222 1000 10000

PLT3S-M59 Fluorescent Pink 292 4.8 1.3 5.6 8.6 76 222 1000 10000

Order the number of pieces in multiples of standard package quantities.
For colours and other materials, see Page 21-23

adkamink
Small Witte achtergrond
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Material Colour Chart for PAN-TY ™ Cable Ties

PANDUIT Mil Spec
Material - Colour Suffix* Suffix**

Nylon 6.6 - Natural (See Note)  . . . . . . . . . . . . .✓  . . . . . . . . . .9
Weather Resistant Nylon 6.6 - Black  . . . . . . . . .0  . . . . . . . .N/A
WR Nylon 6.6 - Black (Meets Mil. Spec.) . . . . .00  . . . . . . . . . .0
Nylon 6.6 - Brown . . . . . . . . . . . . . . . . . . . . . . . .1  . . . . . . . . . .1
Nylon 6.6 - Red  . . . . . . . . . . . . . . . . . . . . . . . . .2  . . . . . . . . . .2
Nylon 6.6 - Orange . . . . . . . . . . . . . . . . . . . . . . .3  . . . . . . . . . .3
Nylon 6.6 - Yellow  . . . . . . . . . . . . . . . . . . . . . .4Y  . . . . . . . . . .4
Nylon 6.6 - Green . . . . . . . . . . . . . . . . . . . . . . . .5  . . . . . . . . . .5
Nylon 6.6 - Blue  . . . . . . . . . . . . . . . . . . . . . . . . .6  . . . . . . . . . .6
Nylon 6.6 - Purple  . . . . . . . . . . . . . . . . . . . . . . .7  . . . . . . . . . .7
Nylon 6.6 - Grey  . . . . . . . . . . . . . . . . . . . . . . . . .8  . . . . . . . . . .8
Nylon 6.6 - White  . . . . . . . . . . . . . . . . . . . . . . .10  . . . . . . . .N/A
Nylon 6.6 - Black  . . . . . . . . . . . . . . . . . . . . . . .20  . . . . . . . .N/A

PLT

Part Description
PLT = Locking Tie
PRT = Releasable Tie
PLC = Locking Clamp
PLF = Locking Flag
PLM = Locking Marker
PLP = Locking Push Mount
PLWP = Locking Wing Push Mount
PRWP = Releasable Wing Push Mount
PLUP = Locking Umbrella Push Mount
PRLWP = Releasable Ladder Wing 

Push Mount

PANDUIT Mil Spec
Material - Colour Suffix* Suffix**

Heat Stabilised Nylon 6.6 - Black . . . . . . . . . . .30  . . . . . . . .N/A
Heat Stabilised Nylon 6.6 - Natural  . . . . . . . . .39  . . . . . . . .N/A
Nylon 6.6 - Fluorescent Orange . . . . . . . . . . . .53  . . . . . . . .N/A
Nylon 6.6 - Fluorescent Yellow . . . . . . . . . . . . .54  . . . . . . . .N/A
Nylon 6.6 - Fluorescent Green . . . . . . . . . . . . .55  . . . . . . . .N/A
Nylon 6.6 - Fluorescent Pink  . . . . . . . . . . . . . .59  . . . . . . . .N/A
Flame Retardant Nylon 6.6 - Black  . . . . . . . . .60  . . . . . . . .N/A
Flame Retardant Nylon 6.6 - Ivory  . . . . . . . . . .69  . . . . . . . .N/A
TEFZEL■ - Aqua Blue . . . . . . . . . . . . . . . . . . . .76  . . . . . . . .N/A
Weather Resistant Polypropylene - Black  . . .100  . . . . . . . .N/A
Natural Polypropylene - Green . . . . . . . . . . . .109  . . . . . . . .N/A
Nylon 12 - Black  . . . . . . . . . . . . . . . . . . . . . . .120  . . . . . . . .N/A
Heat Stabilised WR Nylon 6.6 - Black  . . . . . .300  . . . . . . . .N/A
HALAR▲ - Maroon . . . . . . . . . . . . . . . . . . . . .702Y  . . . . . . . .N/A

Material / Colour Chart

Colour
See chart
below for 
colours and
materials
available

C

Package Size
Q =  25
L =  50
C = 100
TL = 250
D = 500
M = 1000
XMR = 2 reels/

5000 ea.

S

Cross Section
SM = Subminiature
M = Miniature
I = Intermediate
S = Standard
LH = Light-Heavy
H = Heavy
EH = Extra-Heavy

2

Size
Approx.
Maximum
Bundle 
Dia. (In)

* Note: ✓denotes PANDUIT standard Natural Nylon 6.6 (no suffix required in part number)
** Note: Mil. Spec. colour suffix per SAE AS33671 and AS33681 (formerly MS3367 and MS3368)

PAN-TY ™ Cable Ties

Part Number System (Example of PLT2S-C)

N/A = Not applicable to military specified parts

Screw Hole Size
(Clamp Ties Only)
-S4 =  M2.5
-S6 =  M3
-S8 = M4
-S10 = M5
-S25 = M6

■TEFZEL is the registered trademark of E.I. DuPont de Nemours Co.
▲HALAR is the registered trademark of Solvay Solexis, Inc.

Part Number Availability List

Standard Packaging Bulk Packaging

Part Number
Natural 

Nylon 6.6 Colour / Material Suffix Part Number
Natural 

Nylon 6.6 Colour / Material Suffix
PLC1M-S4-C ✓ 0 PLC1M-S4-M ✓ 0,30
PLC1.5I-S8-C ✓ 0 PLC1.5I-S8-M ✓ 0,30
PLC2S-S6-C ✓ 0 PLC2S-S6-M ✓ 0
PLC2S-S10-C ✓ 0,14 PLC2S-S10-M ✓ 0,20,30
PLC3S-S10-C ✓ 0 PLC3S-S10-M ✓ 0
PLC4S-S10-C ✓ 0 PLC4S-S10-M ✓ 0,30
PLC2H-S25-L ✓ PLC2H-S25-TL ✓ 0,30
PLC4H-S25-L ✓ 0 PLC4H-S25-TL ✓ 0,30
PLF1M-C ✓ 0 PLF1M-M ✓ 0,2,3,4,6,10,69
PLF1MA-C ✓ 3,4 PLF1MA-M ✓ 0,2,3,4,5,6,10
PLF1MB-C ✓ PLF1MB-M ✓

PLM1M-C ✓ 0 PLM1M-M ✓ 0,1,2,3,4,5,6,7,8,10,69
PLM2M-C ✓ PLM2M-M ✓ 0,4,6
PLM2S-C ✓ 0,4 PLM2S-D ✓ 0,2,3,4,5,6,8
PLM4S-C ✓ PLM4S-D ✓ 0,2,4,6

XMR ties found on
page 55.

adkamink
Small Witte achtergrond
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Material Colour Chart for PAN-TY ™ Cable Ties

Colour / Material Suffix
Natural 

Nylon 6.6Part NumberColour / Material Suffix
Natural 

Nylon 6.6Part Number

Bulk PackagingStandard Packaging

PL2M2S-L ✓ 0 PL2M2S-D ✓ 0,4,10
PL3M2S-L ✓ PL3M2S-D ✓ 0,4
PLP1.5I-C ✓ PLP1.5I-M ✓ 0,30

PLP1S-M ✓ 0,30
PLP1.5S-M ✓

PLP2S-C ✓ PLP2S-M ✓ 0,30
PLT.6SM-C ✓ 0 PLT.6SM-M ✓ 0,30
PLT.7M-C ✓ PLT.7M-M ✓ 0,30
PLT1M-C

✓
0,00,1,2,3,4,5,6,7,8,10,14,30,
76,702

PLT1M-M ✓ 0,00,1,2,3,4,5,6,7,8,10,14,20,
30,53,54,55,59,60,69,76,100,
109,300,702

PLT1M-XMR ✓ 0,00,1,2,3,4,5,6,7,8,10,30
PLT1.5M-C ✓ 0 PLT1.5M-M ✓ 0,00,1,2,3,4,5,6,7,8,10,14,20,30

PLT1.5M-XMR ✓ 0,00,30
PLT2M-C ✓ 0 PLT2M-M ✓ 0,1,2,3,4,5,6,7,8,10,20,30,69
PLT1.5I-C

✓
0,1,2,3,4,5,6,7,8,10,20,30 PLT1.5I-M ✓ 0,00,1,2,3,4,5,6,7,8,10,20,30,

69,100,109,120,300
PLT2I-C

✓
0,14,30,76 PLT2I-M ✓ 0,1,2,3,4,5,6,7,8,10,14,20,

30,53,54,55,59,69,76,300

PLT2.5I-C ✓ 0 PLT2.5I-M ✓ 0,20
PLT3I-C ✓ 0,14 PLT3I-M ✓ 0,2,3,4,5,6,8,10,14,20,30
PLT4I-C ✓ 0,14 PLT4I-M ✓ 0,2,5,6,14,20,30
PLT1S-C ✓ 0 PLT1S-M ✓ 0,30,38,300
PLT1.5S-C ✓ 0 PLT1.5S-M ✓ 0,30
PLT2S-C

✓
0,00,1,2,3,4,5,6,7,8,10,20,30,
76,702

PLT2S-M ✓ 0,00,1,2,3,4,5,6,7,8,10,20,30,
38,39,53,54,55,59,60,69,76,
100,109,120,300,702

PLT2.5S-C ✓ 0 PLT2.5S-M ✓ 0,30
PLT3S-C

✓
0,00,2,20,30,76,702 PLT3S-M ✓ 0,00,1,2,3,4,5,6,7,8,10,20,30,

53,54,55,59,76,100,109,702
PLT4S-C

✓
0,00,2,3,4,5,6,8,10,20,30,76 PLT4S-M ✓ 0,00,1,2,3,4,5,6,7,8,10,14,20,

30,69,76,100,109,120,300

PLT4.5S-C ✓ 0 PLT4.5S-M ✓ 0
PLT5S-C ✓ 0 PLT5S-M ✓ 0,2,3,4,5,6,8,30
PLT6LH-L ✓ 0 PLT6LH-C ✓ 0
PLT7LH-L ✓ 0 PLT7LH-C ✓ 0,30
PLT8LH-L ✓ 0 PLT8LH-C ✓ 0,120
PLT8LH-Q 0
PLT9LH-L ✓ 0 PLT9LH-C ✓ 0,30
PLT10LH-L ✓ PLT10LH-C ✓

PLT2H-L ✓ 0 PLT2H-TL ✓ 0,2,4,6,30,100,109,300
PLT2.5H-L ✓ 0 PLT2.5H-TL ✓ 0
PLT3H-L ✓ 0,76 PLT3H-TL ✓ 0,30,76,100,109
PLT4H-L

✓
0,00,76 PLT4H-TL ✓ 0,00,1,2,3,4,5,6,10,20,30,69,

76,100,109,120,300

PLT4H-C ✓ 0
PLT5H-L ✓ 0 PLT5H-C ✓ 0,30
PLT6H-L ✓ 0 PLT6H-C ✓ 0,30
PLT8H-Q 0 PLT8H-C ✓ 0,00,30
PLT8H-L ✓ 0
PLT13H-Q ✓ 0 PLT13H-C ✓ 0,3
PLT2EH-Q 0 PLT2EH-C ✓ 0

PLT5EH-Q ✓ 0 PLT5EH-C ✓ 0

PLT6EH-Q ✓ 0 PLT6EH-C ✓ 0
PLT8EH-Q 0 PLT8EH-C ✓ 0

PAN-TY ™ Cable Ties (continued)

Part Number Availability List

adkamink
Small Witte achtergrond



Material Colour Chart for PAN-TY ™ Cable Ties

Colour / Material Suffix
Natural 

Nylon 6.6Part NumberColour / Material Suffix
Natural 

Nylon 6.6Part Number

Bulk PackagingStandard Packaging

PLT10EH-Q 0 PLT10EH-C ✓ 0
PLT12EH-Q 0 PLT12EH-C ✓ 0

PLUP40S-D 30
PLUP40SE-D ✓ 30

PLWP1M-C ✓ PLWP1M-D ✓ 0,30
PLWP1.5I-C ✓ PLWP1.5I-D ✓ 30
PLWP1S-C ✓ 0 PLWP1S-D ✓ 0,20,30

PLWP1SA-D ✓

PLWP1SB-D ✓

PLWP1.5S-D ✓ 30
PLWP1.5SA-D ✓

PLWP2S-C ✓ 0 PLWP2S-D ✓ 0,30
PLWP2SA-D ✓

PLWP2SB-D ✓

PLWP2H-TL ✓ 0,30
PLWP3H-TL ✓ 0
PLWP30SC-D 30
PLWP40SC-D 30
PLWP40SD-D 30
PLWP50SC-D 30
PLWP50SE-D 30
PRLWP30S-D 30
PRLWP50S-D 30

PRT1S-C ✓ 0 PRT1S-M ✓ 0
PRT1.5S-C ✓ 0 PRT1.5S-M ✓ 0,30
PRT2S-C ✓ 0 PRT2S-M ✓ 0,2,3,4,6,7
PRT3S-C ✓ 0 PRT3S-M ✓ 0
PRT4S-C ✓ 0 PRT4S-M ✓ 0,2,3,4,6
PRT2H-L ✓ 0 PRT2H-TL ✓ 0
PRT3H-L ✓ 0 PRT3H-TL ✓ 0
PRT4H-L ✓ 0 PRT4H-TL ✓ 0
PRT2EH-Q 0 PRT2EH-C ✓ 0,100
PRT5EH-Q ✓ 0 PRT5EH-C ✓ 0,100
PRT6EH-Q ✓ 0 PRT6EH-C ✓ 0,100
PRT8EH-Q 0 PRT8EH-C ✓ 0,100
PRT10EH-Q 0 PRT10EH-C ✓ 0
PRT12EH-Q 0 PRT12EH-C ✓ 0
PRWP1S-C ✓ PRWP1S-D ✓ 0

PRWP1SA-D ✓

PRWP1SB-D ✓

PRWP1.5S-D ✓ 0,20,30
PRWP2S-D ✓ 0
PRWP2H-TL ✓

PAN-TY ™ Cable Ties (continued)

Part Number Availability List

adkamink
Small Witte achtergrond


